The ECD-002 is a display/keypad unit necessary for setting up controllers.

**Features**
- Front panel mounted interface for parameter and status read-out and for controller setup via keypad
- Indicator LEDs for valve opening/closing, demand and alarm

### Specifications
- **Supply:** From EC3 Series controller via connecting cable
- **LED indicators:** Valve opening, valve closing, alarm, demand
- **Display LED:** Segmented display, 2-1/2 digits with automatic decimal point between ±19.9, switchable between °C and °F
- **Connecting cable:** ECC-N30 or standard CAT5 patch cord with RJ45 connectors
- **Temperatures:**
  - Storage, -5°F to +150°F
  - Operating, 32°F to +140°F
- **Humidity:** 0 - 80% R.H. non condensing
- **Mounting:** Panel mount (2.8 x 1.1 inch cutout)

### Ordering Information

<table>
<thead>
<tr>
<th>Description</th>
<th>Device</th>
<th>Reference #</th>
<th>PCN</th>
</tr>
</thead>
<tbody>
<tr>
<td>Optional Display/Keypad</td>
<td>ECD-002</td>
<td>807657</td>
<td>097712</td>
</tr>
<tr>
<td>Cable Connection between EC3-X33 and ECD-002</td>
<td>ECC-N30 or any standard Cat 5 patch cord with RJ45 connectors</td>
<td>807861</td>
<td>097713</td>
</tr>
</tbody>
</table>

### Dimensional Data

- **Size:**
  - Width: 3.1 in
  - Height: 2 in
  - Depth: 1.44 in

- **Cutout:** 2.8 x 1.1 in