SENSI™ WI-FI THERMOSTAT

SENSI WI-FI THERMOSTAT – REMOTE ACCESS FROM SMARTPHONE, TABLET OR PC

Sensi App Connects Thermostat to Home Wi-Fi Router – No Additional Accessories/Gateway Required

FEATURES

- Easy to install. Simple to connect.
- No "C wire" required for most HVAC applications – for faster and easier installs.
- Keeps your contact information in your customer’s smartphone or tablet – so you are just a tap away when service is needed.
- Sensi Thermostat operates like a standard thermostat when not connected to Wi-Fi.
- 5-Year Limited Warranty.

SPECIFICATIONS

Electrical Rating:
Battery Power ....................................... 0 to 30 VAC, 50/60 Hz or DC
Terminal Load ....................................... 0.05 to 1.5 Amps (load per terminal)
                                            1.5 Amps maximum load
                                            (all terminals combined)
Setpoint Range ..................................... 45 to 99°F (7 to 37°C)
Rated Differentials:
Heat (Single Stage/ Multi-Stage) ...... 0.4°F 0.6°F     1.7°F
Cool (Single Stage/Multi-Stage) ........ 0.9°F 1.2°F     1.7°F
Heat Pump ......................................... 0.9°F 1.2°F     1.7°F
Aux. Heat ........................................... 0.6°F      1.7°F
Operating Humidity ............................... 90% non-condensing max.
Standard Systems ................................ Single Stage gas, oil, electric
                                            Single Stage heat pump
                                            Multi-Stage gas, oil, electric
                                            Multi-Stage heat pump
Dimension............................................. 3¾"H x 5¼"W x 1⅛"D

PARTS AND ACCESSORIES

See end of thermostats section for additional parts and accessories

- F29-0198 — Thermostat Guards – Clear
- F61-2663 — Wallplate 6¾”W x 4½”H

TECHNICAL HELP

Connection and Configuration........................................See pages 128–129

UNIVERSAL – 4 HEAT / 2 COOL SENSI WI-FI THERMOSTAT

<table>
<thead>
<tr>
<th>Single Stage</th>
<th>Multi-Stage Heat Pump</th>
<th>Programs</th>
<th>Model</th>
<th>Applications</th>
<th>Selectable Performance Features</th>
<th>Comfort and Convenience Features</th>
<th>Terminals</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/1</td>
<td>2/2</td>
<td>4/2</td>
<td>7-day, Ø</td>
<td>1F86U-42WF</td>
<td>✓</td>
<td>✓</td>
<td>✓</td>
</tr>
</tbody>
</table>